
DATASHEET 
HEAT-TREATED ASH WOOD 
DECK TILE  
30x300x300 mm

Once completely dried, the FSC Heat-Treated Ash wood 
deck board is subjected to a heat treatment, which 
brings it to a temperature of  about 200°, with a final 
moisture content of  approximately 5%.

This treatment provides the material with excellent  
dimensional stability and causes it to take on a  
brownish colour. Its durability characteristics are also 
improved, becoming quite similar to those of  the best 
tropical woods.

Self-installing 300x300 mm, 30 mm thick interlocking 
deck tiles, made up of  six 20x47x300 mm boards, to 
create a smooth or ribbed/anti-slip flooring surface,  
and a plastic base.

The units are fastened by 3 Stainless Steel screws for 
each board. 
There is a gap of  approximately 3.5 mm between the 
boards. When exposed to sunlight and adverse weather 
conditions, the wood undergoes a natural tone and  
colour alteration over time and tends to turn grey. 
Regular maintenance with appropriate oils can minimize  
this process.

PHYSICAL CHARACTERISTIC Values Standard deviation 

Specific gravity 560 Kg/m³     +/- 30 Kg/m³

Volumetric shrinkage coefficient 0.30% 0.04%

Tangential shrinkage coefficient 5.00% 0.60%

Radial shrinkage coefficient 3.40% 0.70%

Fiber saturation point N/A

Stability Stable

MECHANICAL PROPERTIES Values Standard deviation 

Crushing strength 61 MPa +/- 13 MPa

Static bending strength 68 MPa +/- 17.7 MPa

Modulus of  elasticity 10,814 MPa +/- 1,406 MPa

NATURAL DURABILITY  

Funghi (according to E.N. standards)   Class 1: very durable

Dry wood borers            N/A

Termites (according to E.N. standards)       N/A

Use class ensured by natural durability 3

Species covering the use class 5 No
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Head offices:
Villanova di Bagnacavallo (RA) Italy
48012 Via Bandoli, 24  
T. +39 0545.927309
F. +39 0545.927310 
infora@ravaiolilegnami.com
direzione@pec.ravaiolilegnami.com

Branch:
Villanova di Castenaso (BO) Italy 
40055 Via Matteotti, 18   
T. +39 051.6053312 
F. +39 051.6053348  
infobo@ravaiolilegnami.com

Branch: 
Rimini (RN) Italy
47921 Via Emilia, 115/L   
T. +39 0541.740408 
F. +39 0541.742435  
inforimini@ravaiolilegnami.com

www.ravaiolilegnami.com

RAVAIOLI RECOMMENDS the following for 1 m² of flooring Quantities

30x300x300 mm Heat-Treated Ash Wood Deck Tile 11 pcs

Total for the quantities recommended by Ravaioli e 110.00
for more information or details, please refer to the Ravaioli decking installation manual

Tolerance: the indicated board sizes are nominal. The actual sizes may vary by up to 5% due to the nature of the wood material.

The prices indicated on these datasheets may be subject to change; please refer to the price list for the current prices.

Request 
FSC®

certified 
products


